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November Meeting:  Artistry in Wood 
Report and Troublesome Carvings   
     The program for November will be the 
a review of our 2014 show.  Also, the 
members can bring in a carving that they 
are having trouble finishing, or one that 
they have that they probably won’t finish. 
We can pass them around or trade them 
for another one.  At the January meeting 
we can bring them back finished.  
 

About Artistry in Wood 
     Artistry in Wood will be (or was!) 
November 8th and 9th.  This newsletter get 
released prior to that.  If you first see the 
newsletter after the show, that’s why 
there is nothing in here about what 
happened at the show. 
 

Carver of the Month:  Bonnie Phelps 
     Bonnie is fairly new to our group.  We 
get to find out a bit more about her at the 
November meeting. 

Dayton Carvers Guild 
November 2014 
 www.daytoncarvers.com 

Find us on Facebook at Artistry in Wood, Dayton, OH 
 

This is brought to you by Marshall Stearns, who writes the newsletter in beautiful Latin and in verse.  It’s the translation 
to English that has gone awry. Please give your newsletter input to me at  (937) 837-0728 or lstearns@erinet.com. 

Next Dayton Carvers Guild Meeting:  Tuesday, November 25th,  2014, 7:00 pm at 
United Rehabilitations Services Building, 4710 Old Troy Pike (at Needmore Road), 
Dayton, Ohio.  Meetings are the 4th Tuesday of the month except none in December and 
the October Pot Luck starts at 6:30. 
Program: Artistry in Wood Report and Troublesome Carvings  
Carver of the Month:  Bonnie Phelps 
Cookie Contributors:  Tony Perry, Steve Kump and Gary Walker 

Carving a Santa Face in a Wooden Egg 
     Don Mertz, The Wood Bee Carver, will 
teach the basics of carving a Santa face 
in a basswood egg using The Whittle Folk 
Art style of carving only with a knife. 
     The class will run from 9 till 5 on 
November 22nd at Dayton’s Woodcraft 
store.  To reserve a place, call Woodcraft 
at (937) 438-1282. 
 
Carving a Christmas Ornament 
     Bruce Henn will teach how to carve an 
ornament for your Christmas tree.  There 
will be plenty of time to carve more to 
give as gifts.  Tool required:  small knife. 
     The class will run from 9 till 5 on 
December 20th at Dayton’s Woodcraft 
store.  To reserve a place, call Woodcraft 
at (937) 438-1282. 
 



2 

There will be a Marion’s soirée on 
Wednesday December 3rd 
     Exhausted from their workout at 
Artistry in Wood, limping and shuffling, 
the tattered carvers totter into Marion’s, 
looking like their next step would  be into 
the grave, an end to their inglorious 
artistic life.  But, then, pizza gets served, 
conversation picks up and suddenly, 
amazingly everything becomes bright and 
right.  
     We gather for a noon-time lunch on 
the first Wednesday of each month at 
Marion’s Piazza.  It’s at 3443 North Dixie 
Drive in Dayton.  
 
October 50/50 Winner 
     The big winner was Charlie Cooke.  
He received a whopping $27. 
 
Confounded Scaling? 
     Here is a tip passed on by John and 
Gerri Beckman from the Tucson, AZ 
carving news editor: 
  
Measure in metric rather than inches to 
eliminate dealing with fractions when 
scaling.  It's so much easier.  (Or, use 
decimal inches.) 
 
     1 inch equals 25.4 millimeters 
 
Ornaments Given to URS 
     Of those 195 ornaments shown in the 
chart to the left, the members voted to 
give 40 to United Rehabilitation Services 
for their Christmas tree. 

Ornaments Contest Results 
          The big ornaments contest was at 

the October meeting.  Here are the 
results.   

 

Voted winners of the competition: 
•  1st Place -  $20  Ken Bedel 
•  2nd Place - $15 Don Mertz 
•  3rd Place - $10  Lenard Watts 
•  4th Place - $  8  Ed Johnson 
•  5th Place - $  6  Ronnie Stewart 
•  6th Place - $  4  Don Stephenson 
•  7th Place - $  3 Jim Moser 

 
Most Ornaments : 
1.  Don Stephenson (39) 
2.  Dick Belcher (20) 
3.  Marshall Stearns (19) 

–  Each received gift cards 

Choice Awards: 
•  Dennis Grant: URS Choice award 

–  Ed Johnson   
•  Ken Bedel, Chairman's Choice 

–  Ed Johnson 
•  Joe Lehman, President's Choice  

–  Ken Bedel 
–    They received gift cards 

Ornaments for 2014 Artistry in Wood
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Pattern-transfer Tip from Mary May 

By Megan Fitzpatrick 

 

I just finished the binder read-through for the December 2014 issue, and in it, Mary 
May has an article titled "Woodcarving Basics." Therein, she shares the tools and 
techniques you need for a successful start in carving, and one of her suggestions was 
so interesting that it caused me to pick up an iron for the first time in...I don't know how 
long. 

 
 

11 thoughts on “Pattern-transfer Tip from Mary May”  
 wb8nbs October 19, 2014 at 11:25 am  
If you really want to geek out on this method, go to the Yahoo group on home brew 

printed circuits 
https://groups.yahoo.com/neo/groups/Homebrew_PCBs/info . People there have 
been using the toner transfer method for a long time and you will find discussion 
of which printers work better. I myself had real good results 
https://secure.flickr.com/photos/wb8nbs/6948931336/ . My laser printer is a 
Lexmark 4039 10plus. It has a menu setting for extra dark which deposits more 
toner. A big factor is the paper you use, need printer paper that is non porous so 
the toner doesn’t just soak into the paper when its melted. Paper with a high 
clay content so it’s extra white works better. Many people (me) have had good 
results using paper cut from one of those high grade slick magazines. Have not 
tried Popular Woodworking paper, but it’s a candidate. 

 

Your daily delivery of tips, projects and community resources. 

 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 

Transferring patterns by ironing 
     You copy a pattern using a toner-based (not an ink jet) copier. Then transfer the 
pattern to wood with an iron.  Somebody, please try it and give us a report.  
     The blogs below relating to this were pulled from the internet.  
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J. Pierce October 19, 2014 at 11:05 am  
Amvolt’s reply is just what I was thinking; I’ve done this process on circuit boards 
plenty. There’s also some products ( Press and Peel Blue is what I’ve used) that 
basically always work for this method, at least on circuit boards. No idea if they 
work well on wood. I’ve also heard of folks doing this stuff with t-shirt transfers 

with success as well; readily available at craft stores.  

 

bodgerman October 19, 2014 at 11:20 am  
I’ve done a similar thing to transfer onto metal for engraving, using acetone. Tape 
the pattern on one edge, rub an acetone soaked rag over the pattern, wait a few 

seconds, and lift to see if you have enough transfer. the taped edge lets you index it 
back down on the same spot if you didn’t get enough transfer. Too much acetone 
causes bleed. I don’t know how it’d work on wood, it might run too much. Taping 

one edge down does let you check the results though. 

 

The circuit board guys are going farther than we are here, things need to be perfect, 
because the ink needs to serve as a resist for the acid.  

Two other tips- if you’re doing anything like text , remember to flip your image before 
printing! It flips in the transfer process, if you don’t compensate, you’ll get mirrored letters! 
Also, if you don’t have a toner-based laser printer, most black and white photocopiers are. 

Bring your inkjet print down to the photocopier at the library and make a few copies! 

Fraise October 19, 2014 at 8:07 am  
I don’t believe you don’t iron, Megan. How else do you get your edge banding on plywood? 

 

dan@rode.org October 13, 2014 at 11:16 am  
You CAN transfer images from ink jet printers onto wood. See Steve Ramsey’s video 
on how. https://www.youtube.com/watch?v=Zq2O66QGCwg for how. The results are 

pretty stunning. 
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wphred October 12, 2014 at 2:04 am  
Hi Megan, 

When you lifted the paper from the wood, it looked as though it was machine planed 
with a nicked set of blades. I could also see the rows of cuts. If you gave it a quick pass 
or two with a hand plane I believe you would get a better transfer – smoother surface. 

 

Megan Fitzpatrick Post authorOctober 12, 2014 at 9:59 am  
I believe you’re right. Mary tells me for it to work well, the wood has to be very smooth 

(I’m going to make sure we get that line into the article, too!) 

 

Recruiter October 11, 2014 at 10:00 am  
Another method that my wife tells me that works. Mind you, I haven’t tried it yet. Use 

freezer paper as your medium. Copy onto the shiny side of the freezer paper. It doesn’t 
matter if it’s cartidge or ink jet. Then iron as you mentioned in the video. The freezer 

paper doen’t hold the ink as well as copy paper does, due to the coating. My wife uses 
that method for transfering sewing patterns onto fabric all the time, so it should also 

work on wood. 

 

amvolk October 10, 2014 at 10:26 pm  
People that do etching of printed circuit boards, patterns on copper and brass have been 
using this technique for a long time now. They call it “toner transfer.” You could look up 
some of those articles and blogs on the web. These people use desktop laser printers. 
Different manufacturer’s toner melts at different temperatures. HP seems to do well. 

Brothers melts at a higher temp. 

 


